The disclosure provides a method, a device and a Mobile Broadcast Business Management System (MBBMS) for transmitting data information, wherein the method includes: a source platform sends a synchronous data stream to a data buffer, and determines whether the synchronous data stream is sent to the data buffer successfully; if the synchronous data stream is sent to the data buffer successfully, the data buffer sends the synchronous data stream to a target platform; and if the synchronous data stream is sent to the data buffer unsuccessfully, the source platform sends the synchronous data stream to a data memory for storing. By means of the method, device and MBBMS for transmitting data information, after the data buffer sends the synchronous data stream unsuccessfully, the data buffer regularly extracts the synchronous data stream from the data memory and sends the synchronous data stream extracted to the target platform until the synchronous data stream extracted is sent successfully; the number of times of synchronous data transmission and the amount of transmitted synchronous data are reduced and a large amount of network resources are thus saved.
Fig. 1

Mobile Broadcast Business Management System

Broadcasting and television platform

Synchronous data

Synchronous data

Synchronous data

Mobile service platform

Synchronous data
Fig. 2

Start

A source platform sends a synchronous data stream to a data buffer, and determines whether the synchronous data stream is sent to the data buffer successfully

- No
  - S203: The source platform sends the synchronous data stream to a data memory for storing

- Yes
  - S202: The data buffer sends the synchronous data stream to a target platform

End
Fig. 3

Start

Yes

The data buffer sends the synchronous data stream to the target platform, and determines whether the synchronous data stream is sent to the target platform successfully

No

The data buffer sends the synchronous data stream to the data memory for storing

The data buffer extracts the synchronous data stream from the data memory regularly, and sends the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully

The data memory deletes the synchronous data stream extracted periodically which has been sent successfully

End
Fig. 4

Start

S401
The data buffer extracts the synchronous data stream from the data memory regularly according to a preset timing period parameter

S402
The data buffer sends the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully

S403
The data memory deletes the synchronous data stream extracted regularly which has been sent successfully

End
Fig. 5

Start

S501

The source platform sends a serial number corresponding to a synchronous data stream to be re-sent to the data buffer

S502

The data buffer extracts, from the data memory, the synchronous data stream to be re-sent according to the serial number, and sends the synchronous data stream to be re-sent to the target platform

S503

The data memory deletes the synchronous data stream to be re-sent which has been sent successfully

End
Fig. 6

Start

Whether the synchronous data stream contains an instant effective flag or a timing effective flag is determined

Start

Whether the synchronous data stream contains an instant effective flag or a timing effective flag is determined

Timing effective flag

S601

The service data to be synchronized and the serial number contained in the synchronous data stream are stored in a temporary data module

The serial number in the synchronous data stream received and the service data to be updated in the formal data module are extracted, and the serial number together with the service data to be updated is stored in the historical data module

The serial number in the temporary data module and service data to be updated in a formal data module are extracted, and the serial number and the service data to be updated are stored in a historical data module

S603

The service data to be synchronized in the temporary data module are extracted, and the service data to be updated in the formal data module are updated with the service data to be synchronized

S604

The service data to be synchronized and the serial number in the temporary data module are deleted

S605

End
Fig. 7

Start

The source platform determines whether a synchronous data stream to be reversed is sent to the data buffer successfully

- The source platform sends a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer (S702)
- The data buffer sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform (S703)
- The target platform searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed (S704)

No

- The source platform sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory (S705)
- The data memory searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed (S706)

End
Fig. 8

Start

The data memory deletes the synchronous data stream to be reversed, and determines whether the synchronous data stream to be reversed is deleted successfully (S801)

Yes

No (S802)

The source platform sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer (S803)

The data buffer sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform (S804)

The target platform searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed

End
Fig. 9

Start

Whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module is determined according to the reverse flag

Yes

S904

The synchronous data stream to be reversed in the temporary data module is deleted

S903

The synchronous service data to be reversed in the formal data module are updated with the service data extracted

S902

The service data stored together with the serial number in the historical data module are extracted according to the serial number

No

End
Fig. 10

Source platform → Data buffer → Target platform

Data memory

10  30  20  40
METHOD, DEVICE AND MOBILE BROADCAST BUSINESS MANAGEMENT SYSTEM FOR TRANSMITTING DATA INFORMATION

TECHNICAL FIELD

[0001] The disclosure relates to the field of communications, and in particular to a method, a device and a Mobile Broadcast Business Management System (MBBMS) for transmitting data information.

BACKGROUND

[0002] In recent years, with the rapid development of communication technology, a 3rd Generation (3G) network age (3G including a telecom network, a broadcasting and television network and an Internet network) has gradually come, followed with more and more extensive mobile commerce application; now enterprises generally realize information interaction with users through mobile Internet. Mobile TV, mobile download, mobile payment and other value-added services have been entering into people’s life. The arrival of the 5G network age makes the service data volume transmitted between platforms very large, therefore it is a considerable problem to guarantee effective business data transmission between the platforms.

[0003] An MBBMS, as a kind of broadcasting and television network, can provide downlink transmission of multimedia contents by using broadcasting networks provided by broadcasting and television operators, can accomplish authentication, authorization and management of users by using authentication management systems of China mobile communication network systems and user management systems of broadcasting and television operators, and can further realize a related interactive function by using two-way channels of mobile network systems.

[0004] In the MBBMS, referring to FIG. 1, with the increase of service data, the amount of synchronous data transmitted between a broadcasting and television platform and a mobile service platform continues increasing. Therefore, one or more batch of synchronous data are often caused to be transmitted unsuccessfully between two platforms because the system is busy; as a result, the unsuccessfully transmitted synchronous data need to be transmitted once again or many times, which wastes a large amount of network resources.

SUMMARY

[0005] In view of the problem above, the main purpose of the disclosure is to provide a method, a device and a Mobile Broadcast Business Management System (MBBMS) for transmitting data information to reduce the amount of transmitted data information and the number of times of data information transmission, so as to save network resources.

[0006] The disclosure provides a method for transmitting data information, which includes the following steps:

[0007] sending, by a source platform, a synchronous data stream to a data buffer, and determining, by the source platform, whether the synchronous data stream is sent to the data buffer successfully;

[0008] if the synchronous data stream is sent to the data buffer successfully, sending, by the data buffer, the synchronous data stream to a target platform; and

[0009] if the synchronous data stream is sent to the data buffer unsuccessfully, sending, by the source platform, the synchronous data stream to a data memory for storing.

[0010] Preferably, the step of sending, by the data buffer, the synchronous data stream to a target platform if the synchronous data stream is sent to the data buffer successfully may include:

[0011] sending, by the data buffer, the synchronous data stream to the target platform, and determining whether the synchronous data stream is sent successfully;

[0012] if the synchronous data stream is sent unsuccessfully, sending, by the data buffer, the synchronous data stream to the data memory for storing, then extracting the synchronous data stream from the data memory regularly according to a preset timing period parameter, and sending the synchronous data stream extracted regularly to the target platform until the data buffer sends the synchronous data stream extracted regularly to the target platform successfully; and

[0013] deleting, by the data memory, the synchronous data stream extracted regularly which has been sent successfully.

[0014] Preferably, after the step of sending, by the source platform, the synchronous data stream to a data memory for storing if the synchronous data stream is sent to the data buffer unsuccessfully, the method may further include:

[0015] extracting, by the data buffer, the synchronous data stream from the data memory regularly according to a preset timing period parameter;

[0016] sending, by the data buffer, the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully; and

[0017] deleting, by the data memory, the synchronous data stream extracted regularly which has been sent successfully.

[0018] Preferably, after the step of sending, by the source platform, the synchronous data stream to a data memory for storing if the synchronous data stream is sent to the data buffer unsuccessfully, the method may further include:

[0019] sending, by the source platform, a serial number corresponding to the synchronous data stream to be re-sent to the data buffer;

[0020] extracting, by the data buffer, the synchronous data stream to be re-sent from the data memory according to the serial number, and sending the synchronous data stream to be re-sent to the target platform; and

[0021] deleting, by the data memory, the synchronous data stream to be re-sent which has been sent successfully.

[0022] Preferably, the synchronous data stream may contain: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

[0023] Preferably, after the target platform receives the synchronous data stream, the method may further include:

[0024] determining whether the synchronous data stream contains an instant effective flag or a timing effective flag;

[0025] if the synchronous data stream contains a timing effective flag, storing the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module;

[0026] extracting the serial number in the temporary data module and service data to be updated in a formal data module, and storing the serial number and the service data to be updated in a historical data module;
extracting the service data to be synchronized in the temporary data module, and

updating the service data to be updated in the formal data module with the service data to be synchronized; and

deleting the service data to be synchronized and the serial number in the temporary database;

and if the synchronous data stream contains an instant effective flag, extracting the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and storing the serial number together with the service data to be updated in the historical data module; and

updating the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

Preferably, the method may further include:

determining, by the source platform, whether a synchronous data stream to be reversed is sent to the data buffer successfully;

if the synchronous data stream to be reversed is sent to the data buffer successfully, sending, by the source platform, a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer;

sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and

searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed;

and if the synchronous data stream to be reversed is sent to the data buffer unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory; and searching for, by the data memory, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the data buffer, the synchronous data stream to be reversed.

Preferably, the step of reversing, by the data memory, the synchronous data stream to be reversed may include:

deleting, by the data memory, the synchronous data stream to be reversed, and determining, by the data memory, whether the synchronous data stream to be reversed is deleted successfully;

if the synchronous data stream to be reversed is deleted unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer;

sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and

searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed.

The step of searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed may include:

determining, according to the reverse flag, whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module;

if there is no synchronous data stream to be reversed, extracting the service data stored together with the serial number in the historical data module according to the serial number;

updating the service data to be reversed in the formal data module with the service data extracted; and

if there is a synchronous data stream to be reversed, deleting the synchronous data stream to be reversed in the temporary data module.

Preferably, the source platform may be a broadcasting and television platform, and the target platform may be a mobile service platform.

The disclosure further provides a Mobile Broadcast Management System (MBMMS), which includes: a source platform, a target platform, a data memory and a data buffer; wherein

the source platform is configured to send a synchronous data stream to the data buffer and determine whether the synchronous data stream is sent to the data buffer successfully, and if the synchronous data stream is sent to the data buffer unsuccessfully, send the synchronous data stream sent unsuccessfully to the data memory;

the data buffer is configured to, when receiving the synchronous data stream from the source platform successfully, send the synchronous data stream received successfully to the target platform; and

the data memory is configured to store the synchronous data stream which is sent unsuccessfully from the source platform to the data buffer.

Preferably, the data buffer may be further configured to send the synchronous data stream to the target platform, and determine whether the synchronous data stream is sent to the target platform successfully; if the synchronous data stream is sent to the target platform unsuccessfully, send the synchronous data stream to the data memory, extract the synchronous data stream from the data memory regularly according to a preset timing period parameter, and send the synchronous data stream extracted regularly to the target platform; and

the data memory may be further configured to store the synchronous data stream sent by the data buffer, and delete the synchronous data stream extracted regularly which has been sent successfully.

Preferably, the data buffer may be further configured to, after the source platform sends the synchronous data stream to the data buffer unsuccessfully, extract the synchronous data stream from the data memory regularly according to the preset timing period parameter, and send the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully; and

the data memory may be further configured to, after the source platform sends the synchronous data stream to the data buffer unsuccessfully, store the synchronous data stream sent by the source platform, and delete the synchronous data stream extracted regularly which has been sent successfully.

Preferably, the source platform may be further configured to send a serial number corresponding to a synchronous data stream to be re-sent to the data buffer;

the data buffer may be further configured to extract the synchronous data stream to be re-sent from the data memory according to the serial number, and send the synchronous data stream to be re-sent to the target platform; and
the data memory may be further configured to delete the synchronous data stream to be re-sent which has been sent successfully.

Preferably, the synchronous data stream may contain: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

Preferably, the target platform may be further configured to determine whether the synchronous data stream contains the instant effective flag or the timing effective flag; if the synchronous data stream contains the timing effective flag, store the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module; extract the serial number in the temporary data module and service data to be updated in a formal data module, and store the serial number and the service data to be updated in a historical data module; extract the service data to be synchronized in the temporary data module, and update the service data to be updated in the formal data module with the service data to be synchronized; and delete the service data to be synchronized and the serial number in a temporary database; and

if the synchronous data stream contains the instant effective flag, extract the serial number in the synchronous data stream received and the service data to be updated in a formal data module, and store the serial number together with the service data to be updated in the historical data module; and update the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

Preferably, the source platform may be further configured to determine whether a synchronous data stream to be reversed is sent to the data buffer successfully, and if the synchronous data stream to be reversed is sent to the data buffer, send a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer; or if the synchronous data stream to be reversed is sent to the data buffer unsuccessfully, send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory;

the data buffer may be further configured to send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform;

the target platform may be further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed; and

the data memory may be further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

The data memory may be further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully;

the source platform may be further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer;

the data buffer may be further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform; and

the target platform may be further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

Preferably, the target platform may be further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the synchronous data stream to be reversed in the formal data module with the service data extracted; or if there is a synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

Preferably, the source platform may be a broadcasting and television platform, and the target platform may be a mobile service platform.

The disclosure further provides a device for transmitting data information, which includes a data buffer and a data memory, wherein the data buffer and the data memory are the data buffer and the data memory above.

By means of the method, device and MBBMS for transmitting data information, after a data buffer sends a synchronous data stream unsuccessfully, the data buffer regularly extracts a synchronous data stream from a data memory and sends the synchronous data stream extracted to a target platform until the synchronous data stream extracted is sent successfully, in this way, the number of times of synchronous data transmission and the amount of transmitted synchronous data are reduced and a large amount of network resources are thus saved.

**BRIEF DESCRIPTION OF THE DRAWINGS**

FIG. 1 shows a structural diagram of a Mobile Broadcast Business Management System (MBBMS) in a related art;

FIG. 2 shows a method for transmitting data information according to one embodiment of the disclosure;

FIG. 3 shows a flowchart of regularly extracting and sending a synchronous data stream in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 4 shows another flowchart of regularly extracting and sending synchronous data stream in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 5 shows a flowchart of re-sending a synchronous data stream in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 6 shows a flowchart of updating a synchronous data stream by a target platform in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 7 shows a flowchart of reversing a synchronous data stream in the method for transmitting data information according to one embodiment of the disclosure;
FIG. 8 shows another flowchart of reversing a synchronous data stream in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 9 shows a flowchart of reversing a synchronous data stream by a target platform in the method for transmitting data information according to one embodiment of the disclosure;

FIG. 10 shows a structural diagram of an MBBM according to one embodiment of the disclosure; and

FIG. 11 shows a structural diagram of a device for transmitting data information according to one embodiment of the disclosure.

DETAILED DESCRIPTION

It should be understood that embodiments described here are only intended to interpret the disclosure but are not intended to limit the disclosure.

In order to save network resources, a data memory and a data buffer are additionally set between two platforms in the embodiments of the disclosure. In the embodiments of the disclosure, data information transmitted between the two platforms varies with different processes. In a data synchronization process, data information transmitted is a synchronous data stream, wherein the synchronous data stream contains: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag. The effective flag may be an instant effective flag and a timing effective flag.

In a data re-sending process, data information transmitted to a data buffer from a source platform is a serial number corresponding to a synchronous data stream to be re-sent; data information transmitted to a target platform from the data buffer is a synchronous data stream to be re-sent, and the synchronous data stream to be re-sent contains: service data to be synchronized to be re-sent, a serial number corresponding to the service data to be synchronized to be re-sent, and an effective flag. The effective flag may be an instant effective flag and a timing effective flag.

In a data reversing process, data information transmitted includes: a reverse flag and a serial number corresponding to a synchronous data stream to be reversed.

Below is one embodiment of a method for transmitting data information, as shown in FIG. 2, which includes the following steps:

Step S201: a source platform sends a synchronous data stream to a data buffer, and determines whether the synchronous data stream is sent to the data buffer successfully; if the synchronous data stream is sent to the data buffer successfully, then Step S202 is executed; if not, then Step S203 is executed;

Step S202: the data buffer sends the synchronous data stream to a target platform; and

Step S203: the source platform sends the synchronous data stream to a data memory for storing.

Further, referring to FIG. 3, the above Step S202 includes:

Step S301: the data buffer sends the synchronous data stream to the target platform, and determines whether the synchronous data stream is sent to the target platform successfully; if the synchronous data stream is sent to the target platform unsuccessfully, Step S302 is executed; if the synchronous data stream is sent to the target platform successfully, the flow is ended;

Step S302: the data buffer sends the synchronous data stream to the data memory for storing, and Step S303 is executed;

Step S303: the data buffer extracts the synchronous data stream from the data memory regularly, and sends the synchronous data stream extracted to the target platform regularly until the synchronous data stream extracted regularly is sent to the target platform successfully; and Step S304 is executed;

Step S304: the data memory deletes the synchronous data stream extracted regularly which has been sent successfully.

The target platform has received the synchronous data stream and the data buffer does not need to extract the synchronous data stream from the data memory regularly and sends the synchronous data stream, therefore the synchronous data stream is deleted. In addition, the deletion of the synchronous data stream sent successfully from the data memory can release the storage space of the data memory to provide data storage space for subsequent flows.

In the embodiment, if the source platform sends the synchronous data stream to the data memory successfully and the data buffer sends the synchronous data stream to the target platform unsuccessfully, the synchronous data stream is extracted from the data memory regularly through the data buffer and sent to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully, in this way, on the basis of ensuring the success rate of synchronous data stream transmission, the number of times of synchronous data stream transmission is reduced and a large amount of network resources are saved.

The data buffer according to the embodiment of the disclosure is preset with a time period parameter used for controlling the data buffer to extract a synchronous data stream from the data memory according to actual need, and if a synchronous data stream is sent to the target platform unsuccessfully, the data buffer extracts the synchronous data stream from the data memory after a preset period according to the preset time period parameter, and sends the synchronous data stream extracted to the target platform until the synchronous data stream is sent successfully. The reason why the data buffer sends the synchronous data stream to the target platform unsuccessfully may be that the target platform is in a temporarily busy state or has a failure; after a period of time, the target platform turns to an idle state from the temporarily busy state or the failure has been eliminated, at this moment the data buffer sends the synchronous data stream to the target platform again, in this way, the number of times of synchronous data stream transmission can be reduced, the amount of synchronous data transmitted between two platforms can thus be reduced and a large amount of network resources can thus be saved.

Further, referring to FIG. 4, if the source platform sends a synchronous data stream to the data buffer unsuccessfully, in order to ensure that the synchronous data stream is not lost, the data buffer regularly extracts the synchronous data stream sent unsuccessfully previously from the data memory, and sends the synchronous data stream extracted to the target platform; after Step S203 in the above embodiment, the flow further includes:

Step S401: the data buffer extracts the synchronous data stream from the data memory regularly according to a preset timing period parameter;
[0104] Step S402: the data buffer sends the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully; and

[0105] Step S403: the data memory deletes the synchronous data stream extracted regularly which has been sent successfully.

[0106] In the embodiment, if the source platform sends the synchronous data stream to the data buffer unsuccessfully, the synchronous data stream is extracted from the data memory regularly through the data buffer and sent to the target platform until the synchronous data stream extracted regularly is sent successfully, so that, the success rate of synchronous data stream transmission is ensured, while the number of times of the synchronous data stream transmission is reduced and thus a large amount of network resources are saved.

[0107] Further, referring to FIG. 5, the source platform sends the synchronous data stream to the data buffer unsuccessfully; since the target platform is in urgent need of the synchronous data stream sent unsuccessfully, the source platform is required to re-send the synchronous data stream; after the above Step S203, the re-sending process further includes:

[0108] Step S501: the source platform sends a serial number corresponding to the synchronous data stream to be re-sent to the data buffer;

[0109] Step S502: the data buffer extracts the synchronous data stream to be re-sent from the data memory according to the serial number, and sends the synchronous data stream to be re-sent to the target platform; and

[0110] Step S503: the data memory deletes the synchronous data stream to be re-sent which has been sent successfully.

[0111] In the re-sending process above, the serial number corresponding to the synchronous data stream to be re-sent is only needed to be sent to the data buffer, the data buffer extracts the synchronous data stream to be re-sent from the data memory according to the serial number, and sends the synchronous data stream to be re-sent to the target platform. Since there is no need to re-send the synchronous data stream to be re-sent to the data buffer, the amount of data transmitted between the source platform and the data buffer is reduced, and thus network resources are saved.

[0112] Further, referring to FIG. 6, after the target platform receives the synchronous data stream, the method further includes:

[0113] Step S601: whether the synchronous data stream contains an instant effective flag or a timing effective flag is determined; if the synchronous data stream contains a timing effective flag, Step S602 is executed; if the synchronous data stream contains an instant effective flag, Step S606 is executed;

[0114] Step S602: the service data to be synchronized and the serial number contained in the synchronous data stream are stored in a temporary data module;

[0115] Step S603: the serial number in the temporary data module and service data to be updated in a formal data module are extracted, and the serial number and the service data to be updated are stored in a historical data module;

[0116] Step S604: the service data to be synchronized in the temporary data module are extracted, and the service data to be updated in the formal data module are updated with the service data to be synchronized;

[0117] Step S605: the service data to be synchronized and the serial number in the temporary data module are deleted;

[0118] the purpose of deleting the service data to be synchronized in this step is to prevent the target platform from extracting the service data to be synchronized in the synchronous data stream to be reversed from the temporary data module and from updating the formal data module with the service data to be synchronized;

[0119] Step S606: the serial number in the synchronous data stream received and the service data to be updated in the formal data module are extracted, and the serial number together with the service data to be updated is stored in the historical data module;

[0120] Step S607: the service data to be updated in the formal data module are updated with the service data to be synchronized in the synchronous data stream received.

[0121] Preferably, the synchronous data stream above further contains a non-reverse flag; after receiving the synchronous data stream, the target platform first determines whether the synchronous data stream contains a non-reverse flag or a reverse flag, if the synchronous data stream contains a non-reverse flag, Step S601 to Step S607 above are executed.

[0122] Further, in one embodiment of the method for transmitting data information according to the embodiment of the disclosure, after sending the synchronous data stream to the data buffer, the source platform finds that the synchronous data stream sent is incorrect, in order to ensure the correctness of service data updated in the target platform, the incorrect synchronous data stream is reversed; referring to FIG. 7, the steps are as follows:

[0123] Step S701: the source platform determines whether a synchronous data stream to be reversed is sent to the data buffer successfully; if the synchronous data stream to be reversed is sent to the data buffer successfully, Step S702 is executed; if not, Step S705 is executed;

[0124] Step S702: the source platform sends a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer;

[0125] Step S703: the data buffer sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform;

[0126] Step S704: the target platform searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed;

[0127] Step S705: the source platform sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory; and

[0128] Step S706: the data memory searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed.

[0129] The operation of reversing the synchronous data stream to be reversed in this step is: deleting the synchronous data stream to be reversed from the data memory so as to release the data storage space of the data memory, and to prevent the data buffer from regularly extracting the synchronous data stream to be reversed from the data memory and from sending the synchronous data stream to be reversed to the target platform, thus effectively preventing incorrect sending of data.

[0130] Further, referring to FIG. 8, in the embodiment above of the method for transmitting data information according to the embodiment of the disclosure, the step of reversing the synchronous data stream to be reversed by the data memory includes:
[0131] Step S801: the data memory deletes the synchronous data stream to be reversed, and determines whether the synchronous data stream to be reversed is deleted successfully; if the synchronous data stream to be reversed is deleted unsuccessfully, Step S802 is executed; if the synchronous data stream to be reversed is deleted successfully, the flow is ended;

[0132] in the step, the data memory deletes the synchronous data stream to be reversed, therefore the data storage space of the data memory can be released in time, and the data buffer can be prevented from extracting the synchronous data stream to be reversed from the data memory regularly and from sending the synchronous data stream to be reversed to the target platform, so that incorrect sending of data can be reduced;

[0133] if the synchronous data stream to be reversed is deleted unsuccessfully, it is indicated that the synchronous data stream in the data memory is extracted by the data buffer regularly and sent to the target platform successfully, and then deleted successfully after the synchronous data stream is sent to the target platform;

[0134] Step S802: the source platform sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer;

[0135] Step S803: the data buffer sends the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and

[0136] Step S804: the target platform searches for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverses the synchronous data stream to be reversed;

[0137] the step of reversing the synchronous data stream to be reversed in the step has been described in the above embodiment, and thus it needs not to be repeated here.

[0138] Further, referring to FIG. 9, the process above that the target platform reverses the synchronous data stream to be reversed includes:

[0139] Step S901: whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module is determined according to the reverse flag; if there is no synchronous data stream to be reversed, Step S902 is executed; and if there is a synchronous data stream to be reversed, Step S904 is executed;

[0140] Step S902: the service data stored together with the serial number in the historical data module are extracted according to the serial number;

[0141] the purpose of storing the serial number extracted together with the service data to be updated in a historical backup database in this step is for preventing, if the source platform sends service data to be synchronized incorrectly, searching for the service data to be updated according to the serial number and updating incorrect service data to be synchronized in the formal database with the service data to be updated, wherein the incorrect service data to be synchronized are the service data to be synchronized previously sent by the source platform;

[0142] Step S903: the service data to be synchronized to be reversed in the formal data module are updated with the service data extracted;

[0143] the service data to be synchronized to be reversed in this step is the service data to be synchronized in the synchronous data stream sent by the source platform, and the original service data of the target platform are updated with the service data to be synchronized to be reversed; the service data to be synchronized to be reversed are incorrect data, and the operation of reversing the service data to be synchronized to be reversed is: updating the service data to be synchronized to be reversed with the original service data of the target platform;

[0144] Step S904: the synchronous data stream to be reversed in the temporary data module is deleted.

[0145] Further, besides the reverse flag and the serial number, the data information transmitted in the above reverse process further contains an instant effective flag; after receiving the data information, the target platform further needs to determine whether the data information contains an instant effective flag, and if the data information contains an instant effective flag, performs reverse processing on the synchronous data stream to be reversed according to the instant effective flag.

[0146] In the above reverse process, the data information received by the target platform contains the reverse flag, the serial number corresponding to the synchronous data stream to be reversed, and the instant effective flag, but does not contain specific service data to be synchronized, therefore, the amount of transmitted data is reduced and thus a large amount of network resource are saved.

[0147] The method for transmitting data information according to the embodiment of the disclosure applies to multiple types of network systems, for example, applying to synchronous data transmission between a broadcasting and television platform and a mobile service platform in a Mobile Broadcast Business Management System (MBBMS), at this moment, a source platform is the broadcasting and television platform in the MBBMS, a target platform is the mobile service platform in the MBBMS, and data information sent by the source platform to the target platform includes: a serial number, a reverse flag and an effective flag. Data information sent in a data synchronization process further includes specific service data. Below are program codes in the process of transmitting a synchronous data stream from the broadcasting and television platform in the MBBMS to the mobile service platform:

```
<XXX.REQ AccountIng="0001" Instant="true" reverse="false">
   <!-- content of service data -->
...
</XXX.REQ>
```

wherein Accounting represents a serial number, and AccountIng="0001" represents that the serial number of data to be synchronized is "0001"; Instant represents an effective flag, and Instant="true" represents becoming effective instantly; and reverse is used for representing a reverse flag, wherein reverse="false" represents non-reverse.

[0148] An MBBMS according to one embodiment of the disclosure, as shown in FIG. 10, includes: a source platform 10, a target platform 20, a data memory 40 and a data buffer 30; wherein the source platform 10 is configured to send a synchronous data stream to the data buffer 30 and determine whether the synchronous data stream is sent to the data buffer 30 successfully, and if the synchronous data stream is sent to the data buffer 30 unsuccessfully, send the synchronous data stream sent unsuccessfully to the data memory 40;

[0149] the data buffer 30 is configured to, when receiving the synchronous data stream from the source platform 10
successfully, send the synchronous data stream received successfully to the target platform 20;

[0150] the data memory 40 is configured to store the synchronous data stream sent unsuccessfully from the source platform 10 to the data buffer 30, in order to ensure that the synchronous data stream is not lost and to make preparation for a subsequent re-sending process of the synchronous data stream and a subsequent extracting process regularly performed by the data buffer; and

[0151] the target platform 20 is configured to receive the synchronous data stream sent by the data buffer 30, and perform subsequent processing on the synchronous data stream received.

[0152] Further, in the MBBMMS according to the embodiment of the disclosure, the data buffer 30 is further configured to send the synchronous data stream to the target platform 20 and determine whether the synchronous data stream is sent to the target platform 20 successfully; the data buffer 30 is configured with a time period parameter according to actual need, and if the synchronous data stream is sent to the target platform 20 unsuccessfully, the data buffer 30 sends the synchronous data stream to the data memory 40, then extracts the synchronous data stream from the data memory 40 regularly according to the time period parameter, and sends the synchronous data stream extracted regularly to the target platform 20, which ensures that the synchronous data stream is sent successfully. Comparing with the related art, the number of times of transmission can be decreased within the same time, so that the service burden of a system can be reduced, the efficiency of data transmission can be improved, and a large amount of network resources can be saved.

[0153] The data memory 40 is further configured to store the synchronous data stream sent by the data buffer 30 and delete the synchronous data stream extracted regularly which has been sent successfully. Since the data memory 40 deletes the stored synchronous data stream which has been sent successfully, the data buffer can be prevented from repeatedly sending the synchronous data stream which has been sent successfully to the target platform 20 after a timing period, and the data storage space of the data memory 40 is released and thus network resources are saved.

[0154] Further, the data buffer 30 is further configured to, after the source platform 10 sends the synchronous data stream to the data buffer 30 unsuccessfully, extract the synchronous data stream from the data memory 40 regularly according to the preset timing period parameter; and send the synchronous data stream extracted regularly to the target platform 20 until the synchronous data stream extracted regularly is sent to the target platform 20 successfully, which ensures a success rate of synchronous data stream transmission; and

[0155] the data memory 40 is further configured to, after the source platform 10 sends the synchronous data stream to the data buffer 30 unsuccessfully, store the synchronous data stream sent by the source platform 10, and delete the synchronous data stream extracted regularly which has been sent successfully.

[0156] Further, in the MBBMMS, the source platform 10 is further configured to send a serial number corresponding to a synchronous data stream to be re-sent to the data buffer 30; the data buffer 30 is further configured to extract the synchronous data stream to be re-sent from the data memory 40 according to the serial number, and send the synchronous data stream to be re-sent to the target platform 20; compared with

the related art, the source platform 10 does not need to re-send service data to be synchronized, which reduces the amount of data transmitted between the source platform 10 and the data buffer 30.

[0157] The data memory 40 is further configured to delete the synchronous data stream to be re-sent which has been sent successfully, which prevents the data buffer 30 from extracting, after a timing period, the synchronous data stream which has been re-sent successfully from the data memory 40 and repeatedly sending the synchronous data stream to the target platform 20. At the same time, the data storage space of the data memory 40 can further be released, so as to save network resources.

[0158] Further, the synchronous data stream contains service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

[0159] Preferably, the target platform 20 above is further configured to, determine whether the synchronous data stream contains an instant effective flag or a timing effective flag; if the synchronous data stream contains a timing effective flag, store the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module; extract the serial number in the temporary data module and service data to be updated in a formal data module, and store the serial number and the service data to be updated in a formal data module; and extract the service data to be synchronized in the temporary data module, and update the service data to be updated in the formal data module with the service data to be synchronized; and delete the service data to be synchronized and the serial number in the temporary database; and

[0160] if the synchronous data stream contains an instant effective flag, extract the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and store the serial number together with the service data to be updated in the historical data module; and update the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

[0161] Further, the synchronous data stream further contains a non-reverse flag; and the target platform 20 is further configured to, after receiving the synchronous data stream, determine whether the synchronous data stream contains the non-reverse flag.

[0162] Further, in the MBBMMS according to the embodiment of the disclosure, the source platform 10 is further configured to determine whether a synchronous data stream to be reversed is sent to the data buffer 30 successfully, and if the synchronous data stream to be reversed is sent to the data buffer 30 successfully, send a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer 30; or if the synchronous data stream to be reversed is sent to the data buffer 30 unsuccessfully, send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory 40.

[0163] The data buffer 30 is further configured to send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform 20.

[0164] The target platform 20 is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.
The process that the target platform 20 reverses the synchronous data stream to be reversed is: searching whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary database according to the reverse flag; if there is synchronous data stream to be reversed, deleting the synchronous data stream to be reversed from the temporary database; if there is no synchronous data stream to be reversed, searching the historical backup database for the service data stored together with the serial number according to the serial number, and extracting the service data that are found and updating the synchronous data to be reversed in the formal database with the service data extracted.

The service data searched above are original service data of the target platform 20, and the original service data in the formal database of the target platform 20 have been updated previously with the service data to be synchronized transmitted by the source platform 10.

The data memory 40 is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

Further, the data memory 40 above is further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully. After receiving the reverse flag, the data memory 40 searches for the synchronous data stream corresponding to the serial number according to the reverse flag, and deletes the synchronous data stream that is found. The data memory 40 deletes the synchronous data stream to be reversed, thereby releasing the data storage space of the data memory 40 in time, and preventing the data buffer 30 from regularly extracting the synchronous data stream to be reversed from the data memory 40 and sending the synchronous data stream to be reversed to the target platform 20, and further preventing incorrect sending of service data to be synchronized.

If the synchronous data stream to be reversed is deleted unsuccessfully, it is indicated that the synchronous data stream in the data memory 40 is extracted regularly through the data buffer 30 and sent to the target platform 20, and deleted successfully after being sent to the target platform 20. It is necessary for the source platform 10 to send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer 30.

The source platform 10 is further configured to, if the data memory 40 unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer 30.

The data buffer 30 is further configured to, if the data memory 40 unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform 20.

The target platform 20 is further configured to, if the data memory 40 unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

Further, the target platform 20 above is further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the service data to be synchronized to be reversed in the formal data module with the service data extracted; or if there is the synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

Further, the target platform 20 is further configured to check whether received data information contains an instant effective flag, and perform instant reverse processing on the synchronous data stream to be reversed according to the instant effective flag.

The data information which is sent from the source platform 10 to the data buffer 30 and then from the data buffer 30 to the target platform 20 only contains: the reverse flag, the serial number corresponding to the synchronous data stream to be reversed, and the instant effective flag, but does not contain specific service data to be synchronized. Therefore, the amount of transmitted data is reduced and thus a large amount of network resources are saved.

Further, in the MBBSMS according to the embodiment of the disclosure, the source platform 10 is a broadcasting and television platform and the target platform 20 is a mobile service platform.

A device for transmitting data information according to one embodiment of the disclosure, as shown in FIG. 11, includes a data buffer 52 and a data memory 51, wherein the data buffer 52 and the data memory 51 are the data buffer 30 and the data memory 40 involved in the MBBSMS according to the embodiment of the disclosure, therefore no details are given again.

In the method, device and MBBSMS for transmitting data information, a synchronous data stream sent unsuccessfully is stored in the data memory 40, the data buffer 30 regularly extracts the synchronous data stream from the data memory 40 and sends the synchronous data stream extracted to the target platform 20 until the synchronous data stream extracted is sent successfully. Compared with the related art, the number of times of synchronous data transmission and the amount for transmitted synchronous data are reduced, and a large amount of network resources are thus saved.

It should be understood that the above are the preferable embodiments of the disclosure and are not intended to limit the scope of protection of the subject application; and any equivalent structure or equivalent process change made by using the content of the description and drawings of the subject application, or directly or indirectly applied to other related technical fields should fall within the scope of protection of the subject application.

1. A method for transmitting data information, comprising following steps of:

- sending, by a source platform, a synchronous data stream to a data buffer, and determining, by the source platform, whether the synchronous data stream is sent to the data buffer successfully;
- sending, by the data buffer, the synchronous data stream to a target platform if the synchronous data stream is sent to the data buffer successfully; and
- sending, by the source platform, the synchronous data stream to a data memory for storing if the synchronous data stream is sent to the data buffer unsuccessfully.
2. The method for transmitting data information according to claim 1, wherein the step of sending, by the data buffer, the synchronous data stream to a target platform if the synchronous data stream is sent to the data buffer successfully comprises:

- sending, by the data buffer, the synchronous data stream to the target platform, and determining whether the synchronous data stream is sent successfully;
- if the synchronous data stream is sent unsuccessfully, sending, by the data buffer, the synchronous data stream to the data memory for storing, then extracting the synchronous data stream from the data memory regularly according to a preset timing period parameter, and sending the synchronous data stream extracted regularly to the target platform until the data buffer sends the synchronous data stream extracted regularly to the target platform successfully; and
- deleting, by the data memory, the synchronous data stream extracted regularly which has been sent successfully.

3. The method for transmitting data information according to claim 1, further comprising: after the step of sending, by the source platform, the synchronous data stream to a data memory for storing if the synchronous data stream is sent to the data buffer unsuccessfully,

- extracting, by the data buffer, the synchronous data stream from the data memory regularly according to a preset timing period parameter;
- sending, by the data buffer, the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully; and
- deleting, by the data memory, the synchronous data stream extracted regularly which has been sent successfully.

4. The method for transmitting data information according to claim 1, further comprising: after the step of sending, by the source platform, the synchronous data stream to a data memory for storing if the synchronous data stream is sent to the data buffer unsuccessfully,

- sending, by the source platform, a serial number corresponding to the synchronous data stream to be re-sent to the data buffer;
- extracting, by the data buffer, the synchronous data stream to be re-sent from the data memory according to the serial number, and sending the synchronous data stream to be re-sent to the target platform; and
- deleting, by the data memory, the synchronous data stream to be re-sent which has been sent successfully.

5. The method for transmitting data information according to claim 1, wherein the synchronous data stream contains:

- service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

6. The method for transmitting data information according to claim 5, further comprising following steps of: after the target platform receives the synchronous data stream, determining whether the synchronous data stream contains an instant effective flag or a timing effective flag;

- if the synchronous data stream contains a timing effective flag, storing the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module;
- extracting the serial number in the temporary data module and service data to be updated in a formal data module, and storing the serial number and the service data to be updated in a historical data module;
- extracting the service data to be synchronized in the temporary data module, and updating the service data to be updated in the formal data module with the service data to be synchronized; and
- deleting the service data to be synchronized and the serial number in the temporary data module;
- and if the synchronous data stream contains an instant effective flag, extracting the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and storing the serial number together with the service data to be updated in the historical data module; and
- updating the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

7. The method for transmitting data information according to claim 6, further comprising:

- determining, by the source platform, whether a synchronous data stream to be reversed is sent to the data buffer successfully;
- if the synchronous data stream to be reversed is sent to the data buffer successfully, sending, by the source platform, a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer;
- sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and
- searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed;
- and if the synchronous data stream to be reversed is sent to the data buffer unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory; and
- searching for, by the data memory, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the data buffer, the synchronous data stream to be reversed.

8. The method for transmitting data information according to claim 7, wherein the step of reversing, by the data memory, the synchronous data stream to be reversed comprises:

- deleting, by the data memory, the synchronous data stream to be reversed, and determining, by the data memory, whether the synchronous data stream to be reversed is deleted successfully;
- if the synchronous data stream to be reversed is deleted unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer;
- sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and
- searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed.
platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed comprises:

determining, according to the reverse flag, whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module;

if there is no synchronous data stream to be reversed, extracting the service data stored together with the serial number in the historical data module according to the serial number;

updating the service data to be synchronized to be reversed in the formal data module with the service data extracted; and

if there is a synchronous data stream to be reversed, deleting the synchronous data stream to be reversed in the temporary data module.

10. The method for transmitting data information according to claim 9, wherein the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

11. A Mobile Broadcast Business Management System (MBBMS), comprising: a source platform, a target platform, a data memory and a data buffer; wherein

the source platform is configured to send a synchronous data stream to the data buffer and determine whether the synchronous data stream is sent to the data buffer successfully, and if the synchronous data stream is sent to the data buffer unsuccessfully, send the synchronous data stream sent unsuccessfully to the data memory;

the data buffer is configured to, when receiving the synchronous data stream from the source platform successfully, send the synchronous data stream received successfully to the target platform;

the data memory is configured to store the synchronous data stream which is sent unsuccessfully from the source platform to the data buffer.

12. The MBBMS according to claim 11, wherein

the data buffer is further configured to determine whether the synchronous data stream is sent to the target platform successfully; if the synchronous data stream is sent to the target platform unsuccessfully, send the synchronous data stream to the data memory, extract the synchronous data stream from the data memory regularly according to a preset timing period parameter, and send the synchronous data stream extracted regularly to the target platform;

the data memory is further configured to store the synchronous data stream sent by the data buffer, and delete the synchronous data stream extracted regularly which has been sent successfully.

13. The MBBMS according to claim 12, wherein

the data buffer is further configured to, after the source platform sends the synchronous data stream to the data buffer unsuccessfully, extract the synchronous data stream from the data memory regularly according to the preset timing period parameter; and send the synchronous data stream extracted regularly to the target platform until the synchronous data stream extracted regularly is sent to the target platform successfully; and

the data memory is further configured to, after the source platform sends the synchronous data stream to the data buffer unsuccessfully, store the synchronous data stream sent by the source platform, and delete the synchronous data stream extracted regularly which has been sent successfully.

14. The MBBMS according to claim 13, wherein

the source platform is further configured to send a serial number corresponding to a synchronous data stream to be re-sent to the data buffer;

the data buffer is further configured to extract the synchronous data stream to be re-sent from the data memory according to the serial number, and send the synchronous data stream to be re-sent to the target platform; and

the data memory is further configured to delete the synchronous data stream to be re-sent which has been sent successfully.

15. The MBBMS according to claim 11, wherein the synchronous data stream contains: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

16. The MBBMS according to claim 15, wherein

the target platform is further configured to determine whether the synchronous data stream contains the instant effective flag or the timing effective flag; if the synchronous data stream contains the timing effective flag, store the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module; extract the serial number in the temporary data module and service data to be updated in a formal data module, and store the serial number and the service data to be updated in a historical data module; extract the service data to be synchronized in the temporary data module, and update the service data to be updated in the formal data module with the service data to be synchronized; and delete the service data to be synchronized and the serial number in a temporary data module; and

if the synchronous data stream contains the instant effective flag, extract the serial number in the synchronous data stream received and the service data to be updated in the formal data module and store the serial number together with the service data to be updated in the historical data module; and update the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

17. The MBBMS according to claim 16, wherein

the source platform is further configured to determine whether a synchronous data stream to be reversed is sent to the data buffer successfully, and if the synchronous data stream to be reversed is sent successfully to the data buffer, send a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer; or if the synchronous data stream to be reversed is sent unsuccessfully to the data buffer, send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory;

the data buffer is further configured to send the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform;

the target platform is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed; and
the data memory is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

18. The MBMS according to claim 17, wherein the data memory is further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully;

the source platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer;

delete the data buffer is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform; and

the target platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

19. The MBMS according to claim 18, wherein the target platform is further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the synchronous data stream to be reversed in the formal data module with the service data extracted; or if there is a synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

20. The MBMS according to claim 19, wherein the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

21. A device for transmitting data information, comprising:
a data buffer and a data memory, wherein the data buffer and the data memory are the data buffer and the data memory according to claim 20.

22. The method for transmitting data information according to claim 2, wherein the synchronous data stream contains:

service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

23. The method for transmitting data information according to claim 3, wherein the synchronous data stream contains:

service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

24. The method for transmitting data information according to claim 4, wherein the synchronous data stream contains:

code data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

25. The method for transmitting data information according to claim 22, further comprising following steps of: after the target platform receives the synchronous data stream, determining whether the synchronous data stream contains an instant effective flag or a timing effective flag;

if the synchronous data stream contains a timing effective flag, storing the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module;

extracting the serial number in the temporary data module and service data to be updated in a formal data module, and storing the serial number and the service data to be updated in a historical data module;

extracting the service data to be synchronized in the temporary data module, and updating the service data to be updated in the formal data module with the service data to be synchronized; and

deleting the service data to be synchronized and the serial number in the temporary data module;

and if the synchronous data stream contains an instant effective flag, extracting the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and storing the serial number together with the service data to be updated in the historical data module; and

updating the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

26. The method for transmitting data information according to claim 23, further comprising following steps of: after the target platform receives the synchronous data stream, determining whether the synchronous data stream contains an instant effective flag or a timing effective flag;

if the synchronous data stream contains a timing effective flag, storing the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module;

extracting the serial number in the temporary data module and service data to be updated in a formal data module, and storing the serial number and the service data to be updated in a historical data module;

extracting the service data to be synchronized in the temporary data module, and updating the service data to be updated in the formal data module with the service data to be synchronized; and

deleting the service data to be synchronized and the serial number in the temporary data module;

and if the synchronous data stream contains an instant effective flag, extracting the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and storing the serial number together with the service data to be updated in the historical data module; and

updating the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

27. The method for transmitting data information according to claim 24, further comprising following steps of: after the target platform receives the synchronous data stream, determining whether the synchronous data stream contains an instant effective flag or a timing effective flag;

if the synchronous data stream contains a timing effective flag, storing the service data to be synchronized and the
serial number contained in the synchronous data stream in a temporary data module; extracting the serial number in the temporary data module and service data to be updated in a formal data module, and storing the serial number and the service data to be updated in a historical data module; extracting the service data to be synchronized in the temporary data module, and updating the service data to be updated in the formal data module with the service data to be synchronized; and deleting the service data to be synchronized and the serial number in the temporary data module; and if the synchronous data stream contains an instant effective flag, extracting the serial number in the synchronous data stream received and the service data to be updated in the formal data module, and storing the serial number together with the service data to be updated in the historical data module; and updating the service data to be updated in the formal data module with the service data to be synchronized in the synchronous data stream received.

28. The method for transmitting data information according to claim 25, further comprising: determining, by the source platform, whether a synchronous data stream to be reversed is sent to the data buffer successfully; if the synchronous data stream to be reversed is sent to the data buffer successfully, sending, by the source platform, a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer; sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed; and if the synchronous data stream to be reversed is sent to the data buffer unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory; and searching for, by the data memory, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the data buffer, the synchronous data stream to be reversed.

30. The method for transmitting data information according to claim 27, further comprising: determining, by the source platform, whether a synchronous data stream to be reversed is sent to the data buffer successfully; if the synchronous data stream to be reversed is sent to the data buffer successfully, sending, by the source platform, a reverse flag and a serial number corresponding to the synchronous data stream to be reversed to the data buffer; sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed; and if the synchronous data stream to be reversed is sent to the data buffer unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data memory; and searching for, by the data memory, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the data buffer, the synchronous data stream to be reversed.

31. The method for transmitting data information according to claim 28, wherein the step of reversing, by the data memory, the synchronous data stream to be reversed comprises: deleting, by the data memory, the synchronous data stream to be reversed, and determining, by the data memory, whether the synchronous data stream to be reversed is deleted successfully; if the synchronous data stream to be reversed is deleted unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer; sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed.

32. The method for transmitting data information according to claim 29, wherein the step of reversing, by the data memory, the synchronous data stream to be reversed comprises: deleting, by the data memory, the synchronous data stream to be reversed, and determining, by the data memory, whether the synchronous data stream to be reversed is deleted successfully;
if the synchronous data stream to be reversed is deleted unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer; and

sending, by the data buffer, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the target platform; and

searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed.

33. The method for transmitting data information according to claim 30, wherein the step of reversing, by the data memory, the synchronous data stream to be reversed comprises:

deleting, by the data memory, the synchronous data stream to be reversed, and determining, by the data memory, whether the synchronous data stream to be reversed is deleted successfully;

if the synchronous data stream to be reversed is deleted unsuccessfully, sending, by the source platform, the reverse flag and the serial number corresponding to the synchronous data stream to be reversed to the data buffer; and

if the synchronous data stream to be reversed is deleted successfully, extracting the service data stored together with the serial number in the historical data module according to the serial number;

and reversing, by the target platform, the synchronous data stream to be reversed.

34. The method for transmitting data information according to claim 31, wherein the step of searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed comprises:

determining, according to the reverse flag, whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module;

if there is no synchronous data stream to be reversed, extracting the service data stored together with the serial number in the historical data module according to the serial number;

and updating the service data to be synchronized to be reversed in the formal data module with the service data extracted; and

if there is a synchronous data stream to be reversed, updating the service data to be synchronized to be reversed in the formal data module with the service data extracted; and

if there is a synchronous data stream to be reversed, deleting the synchronous data stream to be reversed in the temporary data module.

36. The method for transmitting data information according to claim 33, wherein the step of searching for, by the target platform, the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reversing, by the target platform, the synchronous data stream to be reversed comprises:

determining, according to the reverse flag, whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module;

if there is no synchronous data stream to be reversed, extracting the service data stored together with the serial number in the historical data module according to the serial number;

and updating the service data to be synchronized to be reversed in the formal data module with the service data extracted; and

if there is a synchronous data stream to be reversed, deleting the synchronous data stream to be reversed in the temporary data module.

37. The method for transmitting data information according to claim 34, wherein the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

38. The method for transmitting data information according to claim 35, wherein the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

39. The method for transmitting data information according to claim 36, wherein the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

40. The MBBMS according to claim 12, wherein the synchronous data stream contains: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

41. The MBBMS according to claim 13, wherein the synchronous data stream contains: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

42. The MBBMS according to claim 14, wherein the synchronous data stream contains: service data to be synchronized, a serial number corresponding to the service data to be synchronized, and an effective flag, wherein the effective flag is an instant effective flag or a timing effective flag.

43. The MBBMS according to claim 40, wherein the target platform is further configured to determine whether the synchronous data stream contains the instant effective flag or the timing effective flag; if the synchronous data stream contains the timing effective flag, store the service data to be synchronized and the serial number contained in the synchronous data stream in a temporary data module; extract the serial number in the temporary data module and service data to be updated in a formal data module, and store the serial number and the service data to be updated in a historical data module; extract the service data to be synchronized
in the temporary data module, and update the service
data to be updated in the formal data module with the
service data to be synchronized; and delete the service
data to be synchronized and the serial number in a tem-
porary data module; and
if the synchronous data stream contains the instant effec-
tive flag, extract the serial number in the synchronous
data stream received and the service data to be updated
in the formal data module and store the serial number
together with the service data to be updated in the his-
torical data module; and update the service data to be
updated in the formal data module with the service data
to be synchronized in the synchronous data stream
received.

44. The MBBMS according to claim 41, wherein
the target platform is further configured to determine
whether the synchronous data stream contains the
instant effective flag or the timing effective flag; if the
synchronous data stream contains the timing effective
flag, store the service data to be synchronized and the
serial number contained in the synchronous data stream
in a temporary data module; extract the serial number in
the temporary data module and service data to be
updated in a formal data module, and store the serial
number and the service data to be updated in a historical
data module; extract the service data to be synchronized
in the temporary data module, and update the service data to be
updated in the formal data module with the service data
to be synchronized; and delete the service data to be synchronized and the serial number in a tem-
porary data module; and
if the synchronous data stream contains the instant effec-
tive flag, extract the serial number in the synchronous
data stream received and the service data to be updated
in the formal data module and store the serial number
together with the service data to be updated in the his-
torical data module; and update the service data to be
updated in the formal data module with the service data
to be synchronized in the synchronous data stream
received.

45. The MBBMS according to claim 42, wherein
the target platform is further configured to determine
whether the synchronous data stream contains the
instant effective flag or the timing effective flag; if the
synchronous data stream contains the timing effective
flag, store the service data to be synchronized and the
serial number contained in the synchronous data stream
in a temporary data module; extract the serial number in
the temporary data module and service data to be
updated in a formal data module, and store the serial
number and the service data to be updated in a historical
data module; extract the service data to be synchronized
in the temporary data module, and update the service data to be
updated in the formal data module with the service data
to be synchronized; and delete the service data to be synchronized and the serial number in a tem-
porary data module; and
if the synchronous data stream contains the instant effec-
tive flag, extract the serial number in the synchronous
data stream received and the service data to be updated
in the formal data module and store the serial number
together with the service data to be updated in the his-
torical data module; and update the service data to be
updated in the formal data module with the service data
to be synchronized in the synchronous data stream
received.

46. The MBBMS according to claim 43, wherein
the source platform is further configured to determine
whether a synchronous data stream to be reversed is sent
to the data buffer successfully, and if the synchronous
data stream to be reversed is sent successfully to the data
buffer, send a reverse flag and a serial number corre-
sponding to the synchronous data stream to be reversed
to the data buffer; or if the synchronous data stream to be
reversed is sent unsuccessfully to the data buffer, send
the reverse flag and the serial number corresponding to
the synchronous data stream to be reversed to the data
memory;
the data buffer is further configured to send the reverse flag
and the serial number corresponding to the synchronous
data stream to be reversed to the target platform;
the target platform is further configured to search for the
synchronous data stream to be reversed corresponding to
the serial number according to the reverse flag, and
reverse the synchronous data stream to be reversed; and
the data memory is further configured to search for the
synchronous data stream to be reversed corresponding to
the serial number according to the reverse flag, and
reverse the synchronous data stream to be reversed.

47. The MBBMS according to claim 44, wherein
the source platform is further configured to determine
whether a synchronous data stream to be reversed is sent
to the data buffer successfully, and if the synchronous
data stream to be reversed is sent successfully to the data
buffer, send a reverse flag and a serial number corre-
sponding to the synchronous data stream to be reversed
to the data buffer; or if the synchronous data stream to be
reversed is sent unsuccessfully to the data buffer, send
the reverse flag and the serial number corresponding to
the synchronous data stream to be reversed to the data
memory;
the data buffer is further configured to send the reverse flag
and the serial number corresponding to the synchronous
data stream to be reversed to the target platform;
the target platform is further configured to search for the
synchronous data stream to be reversed corresponding to
the serial number according to the reverse flag, and
reverse the synchronous data stream to be reversed; and
the data memory is further configured to search for the
synchronous data stream to be reversed corresponding to
the serial number according to the reverse flag, and
reverse the synchronous data stream to be reversed.

48. The MBBMS according to claim 45, wherein
the source platform is further configured to determine
whether a synchronous data stream to be reversed is sent
to the data buffer successfully, and if the synchronous
data stream to be reversed is sent successfully to the data
buffer, send a reverse flag and a serial number corre-
sponding to the synchronous data stream to be reversed
to the data buffer; or if the synchronous data stream to be
reversed is sent unsuccessfully to the data buffer, send
the reverse flag and the serial number corresponding to
the synchronous data stream to be reversed to the data
memory;
the data buffer is further configured to send the reverse flag
and the serial number corresponding to the synchronous
data stream to be reversed to the target platform;
the target platform is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed; and
the data memory is further configured to search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

49. The MBBMS according to claim 46, wherein
the data memory is further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully;
the source platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer;
the data buffer is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform; and
the target platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

50. The MBBMS according to claim 47, wherein
the data memory is further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully;
the source platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer;
the data buffer is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform; and
the target platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

51. The MBBMS according to claim 48, wherein
the data memory is further configured to delete the synchronous data stream to be reversed, and determine whether the synchronous data stream to be reversed is deleted successfully;
the source platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the data buffer;
the data buffer is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, send the serial number corresponding to the synchronous data stream to be reversed and the reverse flag to the target platform; and
the target platform is further configured to, if the data memory unsuccessfully deletes the synchronous data stream to be reversed, search for the synchronous data stream to be reversed corresponding to the serial number according to the reverse flag, and reverse the synchronous data stream to be reversed.

52. The MBBMS according to claim 49, wherein
the target platform is further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the synchronous data stream to be reversed in the formal data module with the service data extracted; or if there is a synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

53. The MBBMS according to claim 50, wherein
the target platform is further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the synchronous data stream to be reversed in the formal data module with the service data extracted; or if there is a synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

54. The MBBMS according to claim 51, wherein
the target platform is further configured to determine whether there is a synchronous data stream to be reversed corresponding to the serial number in the temporary data module according to the reverse flag, and if there is no synchronous data stream to be reversed, extract the service data stored together with the serial number in the historical data module according to the serial number, and update the synchronous data stream to be reversed in the formal data module with the service data extracted; or if there is a synchronous data stream to be reversed, delete the synchronous data stream to be reversed in the temporary data module.

55. The MBBMS according to claim 52, wherein
the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

56. The MBBMS according to claim 53, wherein
the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

57. The MBBMS according to claim 54, wherein
the source platform is a broadcasting and television platform and the target platform is a mobile service platform.

58. A device for transmitting data information, comprising:
a data buffer and a data memory, wherein the data buffer and the data memory are the data buffer and the data memory according to claim 55.

59. A device for transmitting data information, comprising:
a data buffer and a data memory, wherein the data buffer and the data memory are the data buffer and the data memory according to claim 56.
60. A device for transmitting data information, comprising: a data buffer and a data memory, wherein the data buffer and the data memory are the data buffer and the data memory according to claim 57.

* * * * *