The disclosure discloses a telepresence method, a telepresence terminal and a telepresence system. The system includes a telepresence terminal, multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices and a remote endpoint, wherein the telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting the multiple audio inputting devices and the multiple audio outputting devices and/or the multiple video inputting devices and the multiple video outputting devices, and is configured to: establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with the remote endpoint; encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and send the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receive and decode multiple audio streams and/or video streams from the remote endpoint, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations. With the disclosure, problems of complicated deployment of an existing telepresence system, intercommunication and stream synchronization within the system are solved.
Fig. 2

A telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

A media transfer module of the telepresence terminal receives, respectively through established receiving channels, multiple streams from the remote endpoint, and parses location information of an outputting device corresponding to each stream, and forwards the streams to a media encoding/decoding module to decode.

The media encoding/decoding module of the telepresence terminal decodes the received multiple audio streams and/or video streams respectively, and outputs the decoded streams to audio and/or video playing devices according to the location information.

Fig. 3

A telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream.

Each audio and/or video inputting device connected to the telepresence terminal collects media data respectively, and submits, according to location information of the inputting device, the media data to an encoder corresponding to the media encoding/decoding module to encode, and the encoded data is then forwarded to a media transfer module.

The media transfer module of the telepresence channel sends the encoded multiple streams respectively through corresponding sending channels according to the location information.
Fig. 4

a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a receiving channel according to negotiated media encoding/decoding capability.

the telepresence terminal receives a stream from the remote endpoint through the established receiving channel, and a media transfer module parses packet header information in the stream to obtain the type of the stream and the input location information and output location information corresponding to the stream.

a media encoding/decoding module of the telepresence terminal decodes the received audio and/or video streams respectively, and outputs the decoded streams to audio and/or video playing devices corresponding to the location information.

Fig. 5

a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a sending channel according to negotiated media encoding/decoding capability.

audio and/or video inputting device connected to the telepresence terminal collects media data respectively, and the collected data are encoded by a media encoding/decoding module and then an encoded stream is forwarded to a media transfer module.

the media transfer module of the telepresence terminal carries packet header information in the encoded stream and then sends the encoded stream through the established sending channel.
Fig. 6

Local telepresence terminal

- 601. H.225 RAS registration
- 602. call connection is established through H.225 protocol
- 603. sends capability set of local telepresence terminal
- 604. receives remote capability set
- 605. establishes sending channels to the remote endpoint
- 606. establishes media logical channels for receiving streams from the remote endpoint
- 607. multiple streams are transmitted between the local telepresence terminal and the remote endpoint
- 608. conference is ended

Register server

Remote endpoint
TELEPRESENCE METHOD, TERMINAL AND SYSTEM

TECHNICAL FIELD

[0001] The disclosure relates to the telepresence technology, in particular, to a telepresence method, a telepresence terminal and a telepresence system.

BACKGROUND

[0002] Telepresence refers to an advanced remote video-conferencing system, and enjoys great popularity among high-end users due to a true sense of on-scene presence thereof. In a telepresence system, auditory positioning, life size imaging, and eye contact directly concern whether the users can have an immersive sensation, and therefore are key technical indicators in evaluating the telepresence system.

[0003] In a traditional videoconferencing system, in addition to providing a stream auxiliary to a video, a videoconferencing terminal generally serves to encode and send an audio stream and/or an video stream; and to receive, decode, and output an audio stream and/or a video stream. Since there are only one stream of sound input source and one stream of sound output, a user can not sense from which direction of a meeting room the sound comes. Since there are only one stream of video input source and one stream of video output, the whole meeting room has to be included in a collecting and encoding frame at a local end; for a multipoint conference, one can select to watch only the picture of one meeting room or a Mosaic picture of multiple remote meeting rooms; neither a sent video nor a received video can meet the requirement for life-size display.

[0004] In contrast, user experience required by the telepresence system is to have multiple audio and video streams, provide information on the direction from which each audio stream comes to achieve auditory positioning, and display a life-size image of a remote conference based on a projected requirement, in which case one meeting room generally needs to be provided with multiple video inputs and multiple video outputs. At present, some telepresence terminals are obtained by integrating traditional videoconferencing terminals; specifically, multiple videoconferencing terminals are deployed in a single meeting room and each videoconferencing terminal may be connected to audio-video input/output devices respectively; and then substantial auditory positioning and life-size display are achieved through audio-video input/output-device deploying and assembling techniques. However, with such integration of multiple videoconferencing terminals (wherein generally, when multiple videoconferencing terminals are deployed in a single meeting room, each videoconferencing terminal needs to be called respectively), it is difficult to call a single conference ID number, to implement stream synchronization or the like; what is more, integration of multiple terminals complicates system deployment, which then requires professional personnel of integration and deployment;

[0005] any minor problem appearing in use requires on-site maintenance by professional personnel, thus posing a major obstacle to promotion of such a high-end application like the telepresence. Moreover, not all videoconferencing terminals are used fully employing functions thereof in the integrated system, leading to resource waste to some extent. In addition, such a complicated and non-standardized solution of integration makes it very difficult for telepresence systems deployed by different manufacturers to intercommunicate with each other.

SUMMARY

[0006] In view of this, it is desired that the disclosure provides a telepresence method, a telepresence terminal and a telepresence system, so as to solve problems of complicated deployment of an existing telepresence system and of difficulty in calling a single conference ID number and in stream synchronization.

[0007] To this end, a technical solution of the disclosure is implemented as follows.

[0008] The disclosure provides a telepresence system, including a telepresence terminal, multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices connected to the telepresence terminal, and a remote endpoint intercommunicating with the telepresence terminal, wherein

[0009] the telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting the multiple audio inputting devices and the multiple audio outputting devices and/or the multiple video inputting devices and the multiple video outputting devices, and is configured to: establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with the remote endpoint; encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices and send the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receive and decode multiple audio streams and/or video streams from the remote endpoint, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations;

[0010] the multiple audio inputting devices are configured to input collected audio data to the telepresence terminal;

[0011] the multiple video inputting devices are configured to input collected video data to the telepresence terminal;

[0012] the multiple audio outputting devices are configured to output audio data decoded by the telepresence terminal;

[0013] the multiple video outputting devices are configured to output video data decoded by the telepresence terminal;

[0014] the remote endpoint is configured to: exchange the input/output location information of the multiple audio streams and/or video streams, perform media capability negotiation, establish the media logical channels with the telepresence terminal, and exchange audio and/or video streams with the telepresence terminal based on the established media logical channels.

[0015] The telepresence terminal may be configured to exchange the input/output location information of the multiple audio streams and/or video streams, and perform media capability negotiation by

[0016] sending the remote endpoint a capability set of the local telepresence terminal including local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal,
and receiving a capability set of the remote endpoint including media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

[0017] The media logical channels may include a sending channel and a receiving channel;
[0018] multiple audio streams may be sent through one sending channel and received through one receiving channel, and/or multiple video streams may be sent through one sending channel and received through one receiving channel; and
[0019] the audio streams and/or the video streams may be distinguished by packet header information including a type of a stream, and input location information and output location information corresponding to the stream.

[0020] The media logical channels may include sending channels and receiving channels;
[0021] multiple audio streams may be sent respectively through different sending channels and received through different receiving channels; and/or multiple video streams may be sent respectively through different sending channels and received through different receiving channels; and
[0022] a corresponding relation may be established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and a corresponding relation may be established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

[0023] The telepresence terminal may be further configured to:
[0024] establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream;
[0025] establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0026] The telepresence terminal may be further configured to synchronize the sent and/or received multiple audio streams and/or video streams.

[0027] The remote endpoint may be a Multipoint Control Unit (MCU) or a remote telepresence terminal.

[0028] The disclosure further provides a telepresence terminal having multiple audio and video inputting and outputting interfaces for connecting multiple audio inputting devices and multiple video inputting devices and/or multiple video inputting devices and multiple video outputting devices, the telepresence terminal including: a protocol signalling processing module, a media encoding/decoding module and a media transfer module, wherein

[0029] the protocol signalling processing module is configured to: establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with a remote endpoint;
[0030] the media encoding/decoding module is configured to: encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and provide the encoded streams to the media transfer module;

decode audio streams and/or video streams from the remote endpoint provided by the media transfer module, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations; and

[0031] the media transfer module is configured to: send the encoded streams to the remote endpoint according to input/output locations of the streams; receive the audio and/or video streams from the remote endpoint, and provide, according to input/output locations of the audio and/or video streams from the remote endpoint, the audio and/or video streams from the remote endpoint to the media encoding/decoding module to decode.

[0032] The protocol signalling processing module may be configured to exchange the input/output location information of the multiple audio streams and/or video streams and perform media capability negotiation by

[0033] sending the remote endpoint a capability set of the local telepresence terminal including local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint including media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

[0034] The media logical channels may include a sending channel and a receiving channel;
[0035] multiple audio streams may be sent through one sending channel and received through one receiving channel; and/or multiple video streams may be sent through one sending channel and received through one receiving channel; and

[0036] the audio streams and/or the video streams may be distinguished by packet header information including a type of a stream, and input location information and output location information corresponding to the stream.

[0037] The media logical channels may include sending channels and receiving channels;
[0038] multiple audio streams may be sent respectively through different sending channels and received through different receiving channels; and/or multiple video streams may be sent respectively through different sending channels and received through different receiving channels; and

[0039] a corresponding relation may be established between each sending channel and the type and the input/output location information of each audio stream and/or video stream.

[0040] The protocol signalling processing module may be further configured to:
[0041] establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream;

[0042] establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding
to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0043] The media transfer module may be further configured to synchronize the sent and/or received multiple audio streams and/or video streams.

[0044] The disclosure further provides a telepresence method, wherein a telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices, the method including that:

[0045] a session is established, input/output location information of multiple audio streams and/or video streams is exchanged, media capability negotiation is performed, and media logical channels are established between the telepresence terminal and the remote endpoint;

[0046] the telepresence terminal encodes streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and sends the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receives and decodes multiple audio streams and/or video streams from the remote endpoint, and forwarding the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations.

[0047] The exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation may include that:

[0048] the telepresence terminal may send the remote endpoint a capability set of the local telepresence terminal including local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receive a capability set of the remote endpoint including media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

[0049] The media logical channels may include a sending channel and a receiving channel;

[0050] multiple audio streams may be sent through one sending channel and received through one receiving channel, and/or multiple video streams may be sent through one sending channel and received through one receiving channel; and

[0051] the audio streams and/or the video streams may be distinguished by packet header information including a type of a stream, and input location information and output location information corresponding to the stream.

[0052] The media logical channels may include sending channels and receiving channels;

[0053] multiple audio streams may be sent respectively through different sending channels and received through different receiving channels, and/or multiple video streams may be sent respectively through different sending channels and received through different receiving channels; and

[0054] a corresponding relation may be established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and a corresponding relation is established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

[0055] The establishing media logical channels may include that:

[0056] a sending channel may be established according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and

[0057] a receiving channel may be established according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0058] The telepresence method may further include that: the telepresence terminal synchronizes the sent and/or received multiple audio streams and/or video streams.

[0059] The remote endpoint may be a Multipoint Control Unit (MCU) or a remote telepresence terminal.

[0060] With the telepresence method, telepresence terminal and telepresence system provided by the disclosure, a telepresence terminal has multiple audio and video inputting and outputting interfaces capable of connecting multiple audio inputting devices and audio outputting devices and/or video inputting devices and video outputting devices; thus, it is only required to deploy one telepresence terminal for a single meeting room such that multiple audio and/or video streams may be processed; the deployment is simple, and a call with a single conference ID number can be implemented. As multiple streams of audio and/or video data are collected in a single meeting room, the data source is more accurate. As each audio and/or video inputting device collects data within a relatively fixed range, auditory positioning and life-size display required by a telepresence system can be achieved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0061] FIG. 1 shows a schematic diagram of a structure of a telepresence system according to an embodiment of the disclosure;

[0062] FIG. 2 shows a schematic diagram of a stream receiving process in a telepresence method according to Embodiment 1 of the disclosure;

[0063] FIG. 3 shows a schematic diagram of a stream sending process in a telepresence method according to Embodiment 2 of the disclosure;

[0064] FIG. 4 shows a schematic diagram of a stream receiving process in a telepresence method according to Embodiment 3 of the disclosure;

[0065] FIG. 5 shows a schematic diagram of a stream sending process in a telepresence method according to Embodiment 4 of the disclosure; and

[0066] FIG. 6 shows a flowchart of a telepresence method according to an embodiment of the disclosure.

DETAILED DESCRIPTION

[0067] A technical solution of the disclosure is further elaborated below with reference to accompanying drawings and specific embodiments.
[0068] The disclosure provides a telepresence system which, as shown in FIG. 1, mainly includes a telepresence terminal, multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices connected to the telepresence terminal, and a remote endpoint intercommunicating with the telepresence terminal, wherein

[0069] the telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting the multiple audio inputting devices and the multiple audio outputting devices and/or the multiple video inputting devices and the multiple video outputting devices, can accomplish collection, input, encoding, decoding, output, playing, and synchronization of multiple audio and/or video streams, and is configured to establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with the remote endpoint; encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and send the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receive and decode multiple audio streams and/or video streams from the remote endpoint, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations;

[0070] the multiple audio inputting devices are configured to input audio data collected by an audio collecting terminal to the telepresence terminal;

[0071] the multiple video inputting devices are configured to input video data collected by a video collecting terminal to the telepresence terminal;

[0072] the multiple audio outputting devices are configured to output audio data decoded by the telepresence terminal to a corresponding audio device to play;

[0073] the multiple video outputting devices are configured to output video data decoded by the telepresence terminal to a corresponding video device to play; and

[0074] the remote endpoint is configured to exchange the input/output location information of the multiple audio streams and/or video streams, perform media capability negotiation, establish the media logical channels with the telepresence terminal, and exchange audio and/or video streams with the telepresence terminal based on the established media logical channels.

[0075] In an embodiment, the telepresence terminal is configured to exchange the input/output location information of the multiple audio streams and/or video streams and perform media capability negotiation by sending the remote endpoint a capability set of the local telepresence terminal including local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint including media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

[0076] In an embodiment, the media logical channels include a sending channel and a receiving channel, wherein

[0077] multiple audio streams may be sent through one sending channel and received through one receiving channel; and/or multiple video streams may be sent through one sending channel and received through one receiving channel; and the audio streams and/or the video streams may be distinguished by packet header information including at least a type of a stream, and input location information and output location information corresponding to the stream.

[0079] Or, multiple audio streams may be sent respectively through different sending channels and received through different receiving channels; and/or multiple video streams may be sent respectively through different sending channels and received through different receiving channels; and

[0080] a corresponding relation may be established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and a corresponding relation may be established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

[0081] The telepresence terminal may be further configured to:

[0082] establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and

[0083] establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0084] The telepresence terminal is further configured to synchronize the sent and/or received multiple audio streams and/or video streams.

[0085] In an embodiment, the telepresence terminal may further include a protocol signalling processing module, a media encoding/decoding module and a media transfer module, where

[0086] the protocol signalling processing module is configured to: establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with a remote endpoint;

[0087] the media encoding/decoding module is configured to: encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and provide the encoded streams to the media transfer module; decode audio streams and/or video streams from the remote endpoint provided by the media transfer module, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations; and

[0088] the media transfer module is in charge of receiving and sending multiple audio streams and/or video streams, and is configured to: send the encoded streams to the remote endpoint according to input/output locations of the streams; receive the audio and/or video streams from the remote endpoint, and provide, according to input/output locations of the
audio and/or video streams from the remote endpoint, the audio and/or video streams from the remote endpoint to the media encoding/decoding module to decode.

[0089] The protocol signalling processing module may be configured to exchange the input/output location information of the multiple audio streams and/or video streams and perform media capability negotiation by sending the remote endpoint a capability set of the local telepresence terminal including local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint including media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

[0090] The protocol signalling processing module may be further configured to:

[0091] establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and

[0092] establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0093] The media transfer module may be further configured to synchronize the sent and/or received multiple audio streams and/or video streams.

[0094] Noted that during specific implementation, the media encoding/decoding module can be deployed either as an intrinsic part or an externally connected component of the telepresence terminal; either way, the media encoding/decoding module implements the same function.

[0095] In addition, the remote endpoint may be a Multi-Point Control Unit (MCU) or a remote telepresence terminal. The telepresence terminal implements the same function when interacting with the MCU serving as the remote endpoint and with a remote telepresence terminal serving as the remote endpoint.

[0096] In an embodiment, the system shown in FIG. 1 may further include a central control system connected to the telepresence terminal, the central control system being configured to provide a user operation interface (for initiating a call or the like) to implement interaction with a user.

[0097] A stream receiving process of a telepresence method according to Embodiment 1 of the disclosure is elaborated with reference to the system shown in FIG. 1. wherein multiple audio streams are received respectively through different receiving channels and multiple video streams are received respectively through different receiving channels, for example; as shown FIG. 2, the stream receiving process mainly includes the following steps.

[0098] Step 201: a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

[0099] First, a telepresence system including at least a telepresence terminal and multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices is constructed, wherein the telepresence terminal has multiple audio input interfaces, multiple audio output interfaces, multiple video input interfaces, and multiple video output interfaces connected respectively to the corresponding audio and/or video inputting and outputting devices; wherein by corresponding, it means that the media types (audio and/or video) of a device and an interface are consistent and location information of the device and the interface are consistent. The telepresence terminal is connected to a network and is registered on a Gatekeeper, and offers the outside a registered end ID or IP address. The Gatekeeper is a switching server adopting a soft switch mode and is in charge of signal switching and controlling on a VoIP network.

[0100] The telepresence terminal establishes a connection with the remote endpoint (which may be an MCU or a remote telepresence terminal), and a point-to-point conference or a multi-point conference may be established; the local telepresence terminal may initiate a call actively, or may accept a call from the remote telepresence terminal. The call connection includes: session establishment, information exchange and media capability (encoding/decoding capability) negotiation between the local and the remote telepresence terminals.

[0101] The media logical channels include a sending channel and a receiving channel, and specifically refers to a receiving channel in this embodiment. The process of establishing a receiving channel includes that: the remote endpoint sends the local telepresence terminal an openLogicalChannel message carrying a sending address (an IP address and a port number) of the remote endpoint, the negotiated media encoding/decoding capability, and the location information of an inputting device; then, the local telepresence terminal returns to the remote endpoint an acknowledging ACK message carrying a receiving address (an IP address and a port number) of the local telepresence terminal and the location information of a local outputting device. Channel information includes the sending address and the receiving address corresponding to a media logical channel, the media encoding/decoding capability, the location information of the audio and/or video inputting device, the location information of the audio and/or video outputting device, a transmitting channel identifier and so on.

[0102] Multiple audio streams may be sent respectively through different sending channels and received through different receiving channels, and/or multiple video streams may be sent respectively through different sending channels and received through different receiving channels.

[0103] A corresponding relation may be established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and a corresponding relation may be established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

[0104] Step 202: a media transfer module of the telepresence terminal receives, respectively through established receiving channels, multiple streams from the remote endpoint, and parses location information of an outputting device
corresponding to each stream, and forwards the streams to a media encoding/decoding module to decode.

[0105] Specifically, the media transfer module of the telepresence terminal receives, through the established media receiving logical channels, the streams sent by the remote endpoint, parses stream distinguishing information (such as a stream type, location information and the like) optionally as needed, parses the location information of the outputting device corresponding to each stream, and forwards the streams to the media encoding/decoding module to decode.

[0106] Step 203: the media encoding/decoding module of the telepresence terminal decodes the received multiple audio streams and/or video streams respectively, and outputs the decoded streams to audio and/or video playing devices according to the location information.

[0107] A stream sending process of a telepresence method according to Embodiment 2 of the disclosure is elaborated with reference to the system shown in FIG. 1, wherein multiple audio streams are sent respectively through different sending channels and multiple video streams are sent respectively through different sending channels, for example; as shown FIG. 3, the stream sending process mainly includes the following steps.

[0108] Step 301: a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream.

[0109] The specific operation of Step 301 is similar to that of Step 201, and is not repeated here. A media logical channel in this embodiment specifically refers to a sending channel. The process of establishing the media logical channels includes:

[0110] the local telepresence terminal sends the remote endpoint a sending address (an IP address and a port number), the negotiated media encoding/decoding capability and the location information of an inputting device; then, the remote endpoint returns to the local telepresence terminal a remote receiving address (an IP address and a port number) and the location information of a remote outputting device. Channel information includes the sending address and the receiving address corresponding to a media logical channel, the media encoding/decoding capability, the location information of the audio and/or video inputting device, the location information of the audio and/or video outputting device, a channel identifier and so on.

[0111] Step 302: each audio and/or video inputting device connected to the telepresence terminal collects media data respectively, and submits, according to location information of the inputting device, the media data to an encoder corresponding to the media encoding/decoding module to encode, and the encoded data is then forwarded to a media transfer module.

[0112] An external audio and/or video device connected to the telepresence terminal collects an audio and/or video stream; then the media encoding/decoding module encodes the stream according to the negotiated media capability and forwards the encoded stream to the media transfer module such that the encoded stream is sent through a corresponding media sending logical channel previously established, wherein the sent stream optionally carries stream distinguishing information (such as a stream type, location information and the like) as needed.

[0113] Step 303: the media transfer module of the telepresence channel sends the encoded multiple streams respectively through corresponding sending channels according to the location information.

[0114] According to the established corresponding relation between each sending channel and the type and the input/output location information of each audio stream and/or video stream, the media transfer module of the telepresence terminal selects a corresponding sending channel to send a stream according to the location information of an inputting device corresponding to the stream.

[0115] When completing the conference, each of the media logical channels needs to be closed first; then, the telepresence terminal deletes the session with the remote endpoint.

[0116] A stream receiving process of a telepresence method according to Embodiment 3 of the disclosure is elaborated with reference to the system shown in FIG. 1, wherein multiple audio streams are received through one receiving channel and multiple video streams are received through one receiving channel, for example; as shown FIG. 4, the stream receiving process mainly includes the following steps.

[0117] Step 401: a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a receiving channel according to negotiated media encoding/decoding capability.

[0118] In this embodiment, only one audio channel for audio stream sending and receiving and one video channel for video stream sending and receiving are established between the telepresence terminal and the remote endpoint.

[0119] Step 402: the telepresence terminal receives a stream from the remote endpoint through the established receiving channel, and a media transfer module parses packet header information in the stream to obtain the type of the stream and the input location information and output location information corresponding to the stream.

[0120] Step 403: a media encoding/decoding module of the telepresence terminal decodes the received audio and/or video streams respectively, and outputs the decoded streams to audio and/or video playing devices corresponding to the location information to play.

[0121] A stream sending process of a telepresence method according to Embodiment 4 of the disclosure is elaborated with reference to the system shown in FIG. 1, wherein multiple audio streams are sent through one sending channel and multiple video streams are sent through one sending channel, for example; as shown FIG. 5, the stream sending process mainly includes the following steps.

[0122] Step 501: a telepresence terminal establishes a call with a remote endpoint; and a protocol signalling processing module is in charge of signalling interaction, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing a sending channel according to negotiated media encoding/decoding capability.
In this embodiment, only one audio channel for audio stream sending and receiving and one video channel for video stream sending and receiving are established between the telepresence terminal and the remote endpoint.

Step 502: audio and/or video inputting device connected to the telepresence terminal collects media data respectively, and the collected data are encoded by a media encoding/decoding module and then an encoded stream is forwarded to a media transfer module.

Step 503: the media transfer module of the telepresence terminal carries packet header information in the encoded stream and then sends the encoded stream through the established sending channel.

The packet header information at least includes: a type of a stream, and input location information and output location information corresponding to the stream.

Noted that in an embodiment of the disclosure, multiple audio streams may be mixed into one stream which is sent through one sending channel and received through one receiving channel, while multiple video streams are sent through multiple sending channels and received through multiple receiving channels, respectively; in an embodiment of the disclosure, multiple video streams may be mixed into one stream which is sent through one sending channel and received through one receiving channel, while multiple audio streams are sent through multiple sending channels and received through multiple receiving channels, respectively.

The implementation of sending through one sending channel and receiving through one receiving channel is similar to operations shown in FIG. 5 and FIG. 4: the implementation of sending through multiple sending channels respectively and receiving through multiple receiving channels respectively is similar to operations shown in FIG. 3 and FIG. 2, which are not repeated.

The telepresence method according to the disclosure is further elaborated below with an example of three audio and video inputting and outputting interfaces as an example. First, a telepresence system of this embodiment, including at least a telepresence terminal and multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices, is constructed, wherein the telepresence terminal includes three audio inputting interfaces and three audio outputting interfaces, and three video inputting interfaces and three video outputting interfaces, respectively; each of the audio inputting devices and the audio outputting devices and video inputting devices and/or the video outputting devices and the video outputting device is connected respectively to a correct interface of the telepresence terminal. In this embodiment, multiple audio and/or video streams are sent respectively through different sending channels and received respectively through different receiving channels. As shown in FIG. 6, the specific process includes the following steps.

Step 601: a telepresence terminal (that is, a local telepresence terminal) is connected to a network and is registered on a register server Gatekeeper through an H.225 RAS protocol, and offers the outside a registered H.323 ID or IP address.

Step 602: the telepresence terminal establishes a connection with the remote endpoint (which may be an MCU or a remote telepresence terminal) through an H.225 protocol, and a point-to-point conference or a multi-point conference may be established; the local telepresence terminal may initiate a call actively, or may accept a call from the remote telepresence terminal; and a call signalling includes the IP address and/or an H.323 ID of the telepresence terminal.

After the local telepresence terminal establishes an H.225 call connection with the remote endpoint, the local telepresence terminal constructs local capability set and sends the local capability set to the remote endpoint, and receives feedback information from the remote endpoint, wherein the capability set includes: decoding capability and parameters, and locations of interfaces connected to external audio outputting devices for three audio outputs, for example, 1, 2 and 3 are used to indicate left audio output, middle audio output and right audio output, respectively; and decoding capability and parameters, and locations of interfaces connected to external video outputting devices for three video outputs. For example, left, middle and right audio descriptors, and left, middle and right video descriptors are added in the structure of an H.245 message terminalCapabilitySet, and different values are used to indicate different types and locations, for example, 1, 2 and 3 are used to indicate left, middle and right audios respectively, and 4, 5 and 6 are used to indicate left, middle and right videos respectively.

Step 604: the local telepresence terminal receives a capability set of the remote endpoint and feeds back information. For example, the remote endpoint supports decoding and outputting three video streams, including H.264, H.263 decoding, and supports outputting three audio streams, including G.711, G.728 decoding; a result of capability negotiation is obtained according to the location of an interface connected to an external audio and/or video outputting device carried in the capability set of the remote endpoint, and the location of an interface of the local telepresence terminal connecting an external audio and/or video inputting device: after the negotiation, the stream at the left audio inputting interface of the local telepresence terminal is encoded in G.711 and sent to the left audio outputting interface of the remote endpoint, and the stream at the left video inputting interface of the local telepresence terminal is encoded in H.264 code and sent to the left video outputting interface of the remote endpoint; a corresponding relation of the middle and right audios and/or videos of the local telepresence terminal with outputting interfaces of the remote endpoint is established likewise.

Step 605: the local telepresence terminal establishes sending channels to the remote endpoint. The local telepresence terminal determines a sending address of a sending channel, a channel identifier, and media outputting location information according to the remote capability set sent by the remote endpoint and the local capability set of the local telepresence terminal (including media encoding/decoding capability as well as a remote media outputting location and a media inputting location at the local telepresence terminal corresponding to the sending channel to be established), and opens media logical channels through an H.245 openLogicalChannel message, which message at least needs to carry the sending address (an IP address and a port number, for example, 10.11.12.13:10200) of a media logical channel, an encoding type and parameter (for example, G.711a audio), a channel identifier (for example, a channel No. 2 indicates that an audio is sent on a left channel), a local media inputting location (for example, a location 1 indicates that a left audio stream is input). After the remote endpoint receives this message, the remote endpoint responds with an H.245 openLogicalChannelAck message, which message at least carries the identifier and the receiving address (an IP address and a port
number, for example, 10.11.12.14:5058) of the channel, the location identifier of the corresponding audio outputting device interface (for example, a location 7 indicates that a left audio stream is output). [0134] Step 606: the local telepresence terminal establishes media logical channels for receiving streams from the remote endpoint. The local telepresence terminal receives the H.245 openLogicalChannel message from the remote endpoint, and determines the receiving address of the local telepresence terminal according to the media capability (for example, H.264) and the input location information (for example, location 4 indicates that a left video stream is input) as well as local media outputting location information in channel information, and feeds back an openLogicalChannelAck message including at least the receiving address (for example, 10.11.12.13:10206), the local media outputting location information (for example, a location 10 indicates that a left video stream is output). Meanwhile, the local telepresence terminal records the channel information including at least the channel identifier, the media capability and media inputting/outputting location information.

[0135] Step 607: multiple streams are transmitted between the local telepresence terminal and the remote endpoint respectively through the established media logical channels. [0136] As for stream sending, an audio or video inputting device connected to the local telepresence terminal collects audio or video data respectively; then the collected data are encoded by the media encoding/decoding module and are forwarded to the media transfer module; and a stream is sent respectively through a corresponding media logical channel established above according to the corresponding relation between the location of a device interface and a media logical channel.

[0137] As for stream receiving, the media transfer module of the local telepresence terminal receives a stream from the remote endpoint, and sends, according to the location information of an outputting device corresponding to a media logical channel, the stream to a decoder corresponding to the media encoding/decoding module to decode; then the decoded stream is output to an external audio or video outputting device at the corresponding interface to play.

[0138] Step 608: when the conference completes, the local telepresence terminal first closes the media logical channels, stops media receiving and sending, and finally deletes the session. [0139] For the case in which multiple audio streams are sent through one receiving channel and received through one receiving channel, and multiple video streams are sent through one sending channel and received through one receiving channel, the operation process of the telepresence method is similar to that shown in FIG. 6. The difference lies in that during media logical channel establishment, one audio stream sending and receiving channel, and one video stream sending and receiving channel are established according to the negotiated media encoding/decoding capability; during stream transmission, all audio streams are transmitted through a same media logical channel, and all video streams are transmitted through a same media logical channel; moreover, the audio streams and/or the video streams are distinguished by packet header information; after receiving a stream, the local telepresence terminal and the remote endpoint parse the packet header information and send the stream to an audio outputting device and/or multiple video outputting at a corresponding position to play.

[0140] To sum up, in the disclosure, with the disclosure, a telepresence terminal has multiple audio and video inputting and outputting interfaces capable of connecting multiple audio inputting devices and audio outputting devices and/or video inputting devices and video outputting devices; thus, it is only required to deploy one telepresence terminal for a single meeting room such that multiple audio and/or video streams may be processed; the deployment is simple, and a call with a single conference ID number can be implemented. As multiple streams of audio and/or video data are collected in a single meeting room, the data source is more accurate. As each audio and/or video inputting device collects data within a relatively fixed range, auditory positioning and life-size display required by a telepresence system can be achieved.

[0141] What described are merely preferred embodiments of the disclosure and are not intended to limit the scope of the disclosure.

1. A telepresence system, comprising a telepresence terminal, multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices connected to the telepresence terminal, and a remote endpoint intercommunicating with the telepresence terminal, wherein the telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting the multiple audio inputting devices and the multiple audio outputting devices and the multiple video inputting devices and the multiple video outputting devices, and is configured to: establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with the remote endpoint; encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and send the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receive and decode multiple audio streams and/or video streams from the remote endpoint, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations;

2. The telepresence system according to claim 1, wherein the telepresence terminal is configured to exchange the input/
output location information of the multiple audio streams and/or video streams and perform media capability negotiation by:

- sending the remote endpoint a capability set of the local telepresence terminal comprising local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint comprising media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

3. The telepresence system according to claim 1, wherein the media logical channels comprise a sending channel and a receiving channel:

- multiple audio streams are sent through one sending channel and received through one receiving channel; and/or
- multiple video streams are sent through one sending channel and received through one receiving channel; and
- the audio streams and/or the video streams are distinguished by packet header information comprising a type of a stream, and input location information and output location information corresponding to the stream.

4. The telepresence system according to claim 1, wherein the media logical channels comprise sending channels and receiving channels:

- multiple audio streams are sent respectively through different sending channels and received through different receiving channels; and/or
- multiple video streams are sent respectively through different sending channels and received through different receiving channels; and
- a corresponding relation is established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and
- a corresponding relation is established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

5. The telepresence system according to claim 4, wherein the telepresence terminal is configured to:

- establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and
- establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

6. The telepresence system according to claim 1, wherein the telepresence terminal is configured to synchronize the sent and/or received multiple audio streams and/or video streams.

7. The telepresence system according to claim 1, wherein the remote endpoint is a Multipoint Control Unit (MCU) or a remote telepresence terminal.

8. A telepresence terminal having multiple audio and video inputting and outputting interfaces for connecting multiple audio inputting devices and multiple audio outputting devices and/or multiple video inputting devices and multiple video outputting devices, the telepresence terminal comprising:

- a protocol signalling processing module, a media encoding/decoding module and a media transfer module, wherein

- the protocol signalling processing module is configured to:
  - establish a session, exchange input/output location information of multiple audio streams and/or video streams, perform media capability negotiation, and establish media logical channels with a remote endpoint;
  - the media encoding/decoding module is configured to:
    - encode streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and provide the encoded streams to the media transfer module;
    - decode audio streams and/or video streams from the remote endpoint provided by the media transfer module, and forward the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations; and
  - the media transfer module is configured to:
    - send the encoded streams to the remote endpoint according to input/output locations of the streams; receive the audio and/or video streams from the remote endpoint, and provide, according to input/output locations of the audio and/or video streams from the remote endpoint, the audio and/or video streams from the remote endpoint to the media encoding/decoding module to decode.

9. The telepresence terminal according to claim 8, wherein the protocol signalling processing module is configured to exchange the input/output location information of the multiple audio streams and/or video streams and perform media capability negotiation by:

- sending the remote endpoint a capability set of the local telepresence terminal comprising local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint comprising media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

10. The telepresence terminal according to claim 8, wherein the media logical channels comprise a sending channel and a receiving channel:

- multiple audio streams are sent through one sending channel and received through one receiving channel; and/or
- multiple video streams are sent through one sending channel and received through one receiving channel; and
- the audio streams and/or the video streams are distinguished by packet header information comprising a type of a stream, and input location information and output location information corresponding to the stream.

11. The telepresence terminal according to claim 8, wherein the media logical channels comprise sending channels and receiving channels:

- multiple audio streams are sent respectively through different sending channels and received through different receiving channels; and/or
- multiple video streams are sent respectively through different sending channels and received through different receiving channels; and
- the audio streams and/or the video streams are distinguished by packet header information comprising a type of a stream, and input location information and output location information corresponding to the stream.
sent respectively through different sending channels and received through different receiving channels; and
a corresponding relation is established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and
a corresponding relation is established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

12. The telepresence terminal according to claim 11, wherein the protocol signalling processing module is configured to:

establish a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and
establish a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

13. The telepresence terminal according to claim 8, wherein the media transfer module is configured to synchronize the sent and/or received multiple audio streams and/or video streams.

14. A telepresence method, wherein a telepresence terminal has multiple audio and video inputting and outputting interfaces for connecting multiple audio inputting devices and multiple audio outputting devices and multiple video inputting devices and multiple video outputting devices, the method comprising:

establishing a session, exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation, and establishing media logical channels between the telepresence terminal and the remote endpoint;
encoding, by the telepresence terminal, streams input by the multiple audio inputting devices and/or the multiple video inputting devices, and sending the encoded streams to the remote endpoint according to input/output locations of the streams based on the established media logical channels; receiving and decoding multiple audio streams and/or video streams from the remote endpoint, and forwarding the decoded streams respectively to audio outputting devices and/or video outputting devices at local locations corresponding to input/output locations of the multiple audio streams and/or video streams received, so that the decoded streams are played by the audio outputting devices and/or the video outputting devices at the local locations.

15. The telepresence method according to claim 14, wherein exchanging input/output location information of multiple audio streams and/or video streams, performing media capability negotiation comprises:

sending, by the telepresence terminal, the remote endpoint a capability set of the local telepresence terminal comprising local media encoding/decoding capability and input/output location information of audio and/or video streams of the local telepresence terminal, and receiving a capability set of the remote endpoint comprising media encoding/decoding capability of the remote endpoint and input/output location information of audio and/or video streams at the remote endpoint.

16. The telepresence method according to claim 14, wherein the media logical channels comprise a sending channel and a receiving channel;
multiple audio streams are sent through one sending channel and received through one receiving channel; and/or multiple video streams are sent through one sending channel and received through one receiving channel; and
the audio streams and/or the video streams are distinguished by packet header information comprising a type of a stream, and input location information and output location information corresponding to the stream.

17. The telepresence method according to claim 14, wherein the media logical channels comprise sending channels and receiving channels;
multiple audio streams are sent respectively through different sending channels and received through different receiving channels; and/or multiple video streams are sent respectively through different sending channels and received through different receiving channels; and a corresponding relation is established between each sending channel and the type and the input/output location information of each audio stream and/or video stream; and a corresponding relation is established between each receiving channel and the type and the input/output location information of each audio stream and/or video stream.

18. The telepresence method according to claim 17, wherein the establishing media logical channels comprises:
establishing a sending channel according to negotiated media encoding/decoding capability, a local sending address and a remote receiving address, output location information of a remote audio stream or video stream corresponding to the sending channel to be established, and input location information of a local audio stream or video stream; and
establishing a receiving channel according to negotiated media encoding/decoding capability, a remote sending address and a local receiving address, input location information of a remote audio stream or video stream corresponding to the receiving channel to be established, and output location information of a local audio stream or video stream.

19. The telepresence method according to claim 14, further comprising: synchronizing, by the telepresence terminal, the sent and/or received multiple audio streams and/or video streams.

20. The telepresence method according to claim 14, wherein the remote endpoint is a Multipoint Control Unit (MCU) or a telepresence terminal.

* * * * *